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Caracteristici 

 
Formula speciala de spuma  

Material moale si confortabil, care atunci 

cand este rulat devine ferm penru o 

utilizare usoara.  

 

Contours®/Contours® mic 
   

F o r m a  E x t r a  c o n f o r t a b i l a  s e  

a d a p t e a z a  c a n a l u l u i  u r e c h i i .  

D i s p o n i b i l e  i n  2  m a r i m i .    

 

Spark Plugs®soft
 

Culori atragatoare, Appealing colours, 
design conic. 

 

 
Pura-Fit®36

 

Forma clasica standard- culoare verde 

stralucitor  pentru verificarea usoara a 

conformitatii.  

 

MelLows® 

Protectie impotriva reducerii nivelurilor 

sunetelor. C o c e p u t  p e n t r u  a  m e n t i n e  

u t i l i z a t o r u l  i n  c o n t a c t  c u  m e d i u l  

i n c o n j u r a t o r .   

 

Spark Plugs®  Detect 

O bila de metal incorporata si cablul 

detectabil fac acest antifon complet 

detectabil. 

 
Cords 

Permite utilizatorului sa atarne dopurile 

in jurul gatului in timpul pauzelor.  

 
PocketPak®

 

Doua perechi de Spark Plugs®soft intr-un 

recipient practic de depozitatre.  

 
100% -  f a r a  PVC 

Toate produsele si ambalajele   

Moldex sunt complet  lipsite  de PVC.  

7800: Spark Plugs® soft
 

7801: Spark Plugs® soft Cord 

7802: Spark Plugs® soft PocketPak 

7812: Spark Plugs® soft Blister

7809: Spark Plugs® Detect 

7400: Contours®
 

7403: Contours® small 

7700: Pura-Fit® 36
 

7705: Pura-Fit® 36 to go 

6900: Pura-Fit® 36 Cord 

7600: MelLows 

As well as all 
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Certifificare 

 
Gama Moldex de produse de   protectie a auzului indeplineste 

cerintele   EN 352-2 si sunt marcate  CE-in conformitate cu 

cerintele  regulamentului UE  (UE)2016/425. 

Responsabil pentru examinarea de tip (Modulul B): “Spark 

Plugs®” si “Pura-Fit®36”: FIOH (0403) in Helsinki (Finlanda). 

“Contours®” si “MelLows®”: IFA (0121) in St. Augustin (DE) 

Responsabil cu monitorizarea productiei tuturor produselor 

(Modulul D): IFA (0121)  in St. Augustin (DE). 

Produsele sunt fabricate intr-o fabrica certificata  ISO 9001. 

Conform regulamentului german DGUV-Regel 112- 194, “Spark 

Plugs®” si “Pura-Fit®36” indeplinesc criteriile 

,, auzirea semnalelor generale  de avertizare  “ si ,, vorbirea  

inteligibila”.,,Pura-Fit®36“  indeplineste si criteriile  

,, zgomot semnal in traficul rutier”.  

 

 

Date de atenuare 

 
Gama Moldex  de produse de protectie a auzului indeplineste 

cerintele minime de atenuare EN 352-2 Tabelele de mai jos 

prezinta datele complete de atenuare pentru produsele 

Moldex. 

 

7400, 7403 
 

Freq. (Hz) 63 125 250 500 1000 2000 4000 8000 

M (dB) 
f 

22.5 29.3 36.6 41.6 38.1 35.6 44.0 43.1 

s (dB) 
f 

8.7 8.0 7.1 5.2 5.0 3.7 3.6 6.0 

APV (dB) 
f 

13.8 21.3 29.5 36.4 33.1 31.9 40.4 37.1 

Size: 7400: 6-12, 7403: 5-10 H = 34 dB M = 33 dB L = 28 dB SNR = 35 dB 

 
7800, 7801, 7802, 7812 

Freq. (Hz) 63** 125 250 500 1000 2000 4000 8000 

M (dB) 
f 

36.0 36.0 36.7 39.0 36.0 37.0 46.7 44.6 

s (dB) 
f 

6.0 6.0 6.1 6.5 5.9 4.9 3.2 3.8 

APV (dB) 
f 

30.0 30.0 30.6 32.5 30.1 32.1 43.5 40.8 
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7700, 7705, 6900 
 

Freq. (Hz) 63 125 250 500 1000 2000 4000 8000 

M (dB) 
f 

34.4 34.2 35.6 36.6 37.1 37.1 46.5 43.9 

s (dB) 
f 

4.9 6.1 6.2 5.7 5.0 3.5 4.2 4.1 

APV (dB) 
f 

29.5 28.1 29.4 30.9 32.1 33.6 42.3 39.7 

Size: 6–12  H = 35 dB  M = 33 dB  L = 31 dB SNR = 36 dB 

 

7600 
 

Freq. (Hz) 63 125 250 500 1000 2000 4000 8000 

M (dB) 
f 

8.3 12.0 16.7 21.4 27.0 30.7 38.6 44.1 

s (dB) 
f 

5.6 5.0 6.8 6.9 5.7 5.4 7.2 6.9 

APV (dB) 
f 

2.7 7.0 9.9 14.5 21.3 25.3 31.4 37.2 

Size: 6–12 H = 26 dB  M = 18 dB  L = 12 dB SNR = 22 dB 

 

7809 
 

Freq. (Hz) 63 125 250 500 1000 2000 4000 8000 

M (dB) 
f 

30,9 33,7 33,8 37,4 36,2 36,0 46,0 46,5 

s (dB) 
f 

8,1 9,8 10,0 10,2 8,6 6,4 4,5 3,8 

APV (dB) 
f 

22,8 23,9 23,8 27,2 27,6 29,6 41,5 42,7 

Size: 7–12 H = 32 dB  M = 28 dB  L = 26 dB SNR = 32 dB 
 

 

Materiale 

 
Contours®, Spark Plugs®soft, 

Pura-Fit®36, MelLows®:   Poliuretan 

Spark Plugs®  Detect: Poliuretan, Metal (Fier) 

Cord: Thermoplastic 

Elastomer (TPE) 

Cord Detect: TPE, Metal (Fier) 

PocketPak: Polistiren 

 

 Greutate (per pereche) 

 
Contours®: 1.8 g (7400); 1.2 g (7403) 

Spark Plugs®soft, 

MelLows®: 1.3 g; 2.3 g (cu Cord) 

PocketPak®: 6.1 g 

Pura-Fit®36, 

Spark Plugs®  Detect: 1.3 g; 2.6 g (cuCord) 

 

Testare 

 
Antifoanele din gama  Moldex Hearing Protection  au 

fost testate conform EN 352-2 si indeplinesc toate 

cerintele  categoriilor relevante .  

Aprindere 

Antifoanele nu se vor aprinde la aplicarea unei 

tije incalzite si nici nu va continua sa se aprinda 

dupa  indepartarea  tijei incalzite. 
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Informatii 
Pentru ajutor cu privire de selectie si 

formare, va rugam sa ne contactati. Oferim o 

gama larga de pachete de instruire si 

materiale suport .  

 
Moldex/Metric AG & Co. KG 

Unit 9, Glaisdale Point 

Off Glaisdale Drive, Bilborough 
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Constructie 

Toate partile antifoanelor sunt proiectate si fabricate astfel incat 

sa nu poata provoca daune fizice.purtatorului atunci cand este 

montat si utilizat conform instructiunilor. 

 

Instructiuni de utilizre 

 
· Produsele trebuie utilizate in conformitate cu legislatia 

nationala relevanta. 

· Atentie: nerespectarea instructiunilor de utilizare  si a 

instructiunilor de montare pentru aceste produse poate afecta 

eficienta produsului in protectia impotriva zgomotului.  

Produsele trebuie depozitate intr-un mediu rece si uscat.  
Produsele pot fi afectate negativ de contactul direct cu anumite 
substante chimice ( de exemplu), hidrocarburi aromatice). 
Produsele sunt de unica folosinta. 

·  

 

Instructiuni de montare 
1. Rotiti dopurile intre deget si degetul mare 

pentru a le comprima pentru introducere. 
 

 
 

 
2. Intindeti mana deasupra capului si trageti 

usor urechea in sus. 

 

 
3. Glisati dopul in canalul urechii si mentineti-

l pe loc timp de 5 secunde.pentru a lasa 

dopul sa se extinda si sa umple urechea .  
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Characteristics

Special foam formula
Soft comfortable material which when rolled 
becomes firm for easy insertion.

Contours®/Contours® small
Extra comfortable shape adapts to the ear 
canal. Plug in 2 sizes.

Spark Plugs®soft

Appealing colours, tapered design. 

Pura-Fit®36

Standard classic shape – bright green co-
lour for easy compliance check. 

MelLows®

Protection against lower noise levels. 
Designed to keep the user in touch with the 
environment.

Spark Plugs® Detect
An imbedded metal ball and the detectable 
cord make this plug fully detectable.

Cords
Allows the user to hang the plugs around 
the neck during breaks.

PocketPak® 
Two pairs of Spark Plugs®soft in a practical 
storage container.

100% PVC-FREE
All Moldex products and packaging are 
completely free from PVC.

Certification

The Moldex range of hearing protection products meet 
the requirements of EN 352-2 and are CE-marked in 
accordance with the requirements of EU regulation 
(EU)2016/425.
Responsible for type examination (Module B): “Spark 
Plugs®” and “Pura-Fit®36”: FIOH (0403) in Helsinki  
(Finland). “Contours®” and “MelLows®”: IFA (0121) in  
St. Augustin (DE).
Responsible for monitoring of production of all products 
(Module D): IFA (0121) in St. Augustin (DE).
The products are manufactured in an ISO 9001 certified 
plant.
According to the German regulation DGUV-Regel 112-
194, “Spark Plugs®” and “Pura-Fit®36” fulfil the criteria 
“hearing of general warning signals” and “comprehen-
sible speech”. “Pura-Fit®36“ also fulfils the criteria “signal 
noise in road traffic“.

Attenuation Data

The Moldex range of hearing protection products 
 passes the EN 352-2 minimum attenuation require-
ments. The tables below show the full attenuation data 
for Moldex products.

7400, 7403

Freq. (Hz) 63 125 250 500 1000 2000 4000 8000

Mf (dB) 22.5 29.3 36.6 41.6 38.1 35.6 44.0 43.1

sf (dB) 8.7 8.0 7.1 5.2 5.0 3.7 3.6 6.0

APVf (dB) 13.8 21.3 29.5 36.4 33.1 31.9 40.4 37.1

Size: 7400: 6-12, 7403: 5-10   H = 34 dB  M = 33 dB  L = 28 dB SNR = 35 dB

7800, 7801, 7802, 7812

Freq. (Hz) 63** 125 250 500 1000 2000 4000 8000

Mf (dB) 36.0 36.0 36.7 39.0 36.0 37.0 46.7 44.6

sf (dB) 6.0 6.0 6.1 6.5 5.9 4.9 3.2 3.8

APVf (dB) 30.0 30.0 30.6 32.5 30.1 32.1 43.5 40.8

Size: 6–12   H = 34 dB    M = 32 dB    L = 31 dB SNR = 35 dB

**EN ISO 4869-2:1995. 125 Hz test values are used.

Datasheet Foam Earplugs
Protection against noise

7800: Spark Plugs®soft

7801: Spark Plugs®soft Cord
7802: Spark Plugs®soft PocketPak
7812: Spark Plugs®soft Blister
7809: Spark Plugs® Detect

7400: Contours®

7403: Contours® small
7700: Pura-Fit®36

7705: Pura-Fit®36 to go
6900: Pura-Fit®36 Cord

7600: MelLows
 
As well as all 
PlugStations and  
Refill Packs

©
 2

02
2 

M
ol

de
x/

M
et

ric
 A

G
 &

 C
o.

 K
G

 | 
G

B 
01

/2
2



www.moldex-europe.com ©
 2

02
2 

M
ol

de
x/

M
et

ric
 A

G
 &

 C
o.

 K
G

 | 
G

B 
01

/2
2

Construction
All parts of the earplugs are designed and manufactured 
so that they are not liable to cause physical damage 
to the wearer when fitted and used according to the 
instructions.

Instructions for use

· The products must be used in accordance with the rele-
vant national legislation.

· Warning: disregarding the instructions for use and fitting 
instructions for these products can affect the product 
efficiency in protecting against noise.

· The products should be stored in a cool, dry environment.
· The products may be adversely affected by direct 

contact with certain chemical substances (e.g. aromatic 
hydrocarbons).

· The products are for single use only 

Instructions for fitting

1. Roll the plugs between the finger and 
thumb to compress them for insertion. 

2. Reach above the head and pull the 
ear gently upwards. 

3. Slide the plug into the ear canal and 
hold in place for 5 seconds to let the 
plug expand and fill the ear.

7700, 7705, 6900
Freq. (Hz) 63 125 250 500 1000 2000 4000 8000

Mf (dB) 34.4 34.2 35.6 36.6 37.1 37.1 46.5 43.9

sf (dB) 4.9 6.1 6.2 5.7 5.0 3.5 4.2 4.1

APVf (dB) 29.5 28.1 29.4 30.9 32.1 33.6 42.3 39.7

Size: 6–12   H = 35 dB    M = 33 dB    L = 31 dB SNR = 36 dB

7600
Freq. (Hz) 63 125 250 500 1000 2000 4000 8000

Mf (dB) 8.3 12.0 16.7 21.4 27.0 30.7 38.6 44.1

sf (dB) 5.6 5.0 6.8 6.9 5.7 5.4 7.2 6.9

APVf (dB) 2.7 7.0 9.9 14.5 21.3 25.3 31.4 37.2

Size: 6–12   H = 26 dB    M = 18 dB    L = 12 dB SNR = 22 dB

7809
Freq. (Hz) 63 125 250 500 1000 2000 4000 8000

Mf (dB) 30,9 33,7 33,8 37,4 36,2 36,0 46,0 46,5

sf (dB) 8,1 9,8 10,0 10,2 8,6 6,4 4,5 3,8

APVf (dB) 22,8 23,9 23,8 27,2 27,6 29,6 41,5 42,7

Size: 7–12   H = 32 dB    M = 28 dB    L = 26 dB SNR = 32 dB

Materials

Contours®, Spark Plugs®soft,  
Pura-Fit®36, MelLows®: Polyurethane
Spark Plugs® Detect: Polyurethane, Metal (Iron)
Cord: Thermoplastic  
 Elastomere (TPE)
Cord Detect: TPE, Metal (Iron)
PocketPak: Polystyrene

Weight (per pair)

Contours®: 1.8 g (7400); 1.2 g (7403)
Spark Plugs®soft,  
MelLows®: 1.3 g; 2.3 g (with Cord) 
PocketPak®: 6.1 g 
Pura-Fit®36,  
Spark Plugs® Detect: 1.3 g; 2.6 g (with Cord)

Testing

The earplugs of the Moldex Hearing Protection range 
have been tested to EN 352-2 and fulfil all requirements 
of the relevant categories.
Ignitability
The earplugs shall not ignite upon application of a heated 
rod, nor continue to glow after the removal of the heated 
rod.

Datasheet Foam Earplugs
Protection against noise

Info
For help on selection and training please
contact us. We offer a wide range of training
packages and support material.

Moldex/Metric AG & Co. KG
Unit 9, Glaisdale Point
Off Glaisdale Drive, Bilborough
Nottingham. NG8 4GP
Tel. +44 (0)115 985 4288
Fax +44 (0)115 985 4211
info@uk.moldex-europe.com
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